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Type RG4-220M RG4-300M RG6-330M RG6-450M

Capacity per column 5.500 kg 7.500 kg 5.500 kg 7.500 kg

Quantity of columns 4 6

Lifting-/lowering time ca. 145 / 145 sec.

Motor performance 4 x 3,00 kW 6 x 3,00 kW

Electrical connection (3 ~) 400V / 50Hz

Fusing protection 3C25 A 3C32 A

Weight 2.400 kg 3600 kg

ATH RG4-220/300 RG6-330/450
Mobile column lift for trucks with simple, robust and low-maintenance technology• 
Lifting mechanism with hanging spindle• 
Geared motor with thermo protection• 
Cube-design mobile column for fl exible use - indoor and outdoor• 
The control can be switched from one to all-column lifting• 
With the hand hydraulic jack-lift, the columns can be moved in an easy and secure way• 

Technical data

ATH 1200
Stationary wheel balancer for truck tires• 
With pneumatic tire lifter• 
Double LED screen controlled with a microprocessor • 
Automatic function with pneumatic tire measurement • 
Program choice between eleven balancing techniques, statistic and dynamic balancing and • 
program for alloy rims
Integrated software for calibration• 
Special truck-tire adaptors with 5-arm clamping star• 

Centre bore diameter 45-290 mm

Measuring time 5-10 sec.

Tolerance +/-1 g

Rim width 5-20“

Rim diameter 13-24“

max. wheel weight 160 kg

Electrical connection (3 ~) 400V / 50Hz

Compressed air 
connection

8-10 bar

Machine dimensions 1.300x1.200x1.600 mm

Weight 305 kg

Technical data

ATH RG4-220M

Type 7226 7242 7256

(A) Clamping capacity 120-700 mm 120-1.100 mm
145-1.200

(495-1.550) mm

(B) Rim diameter max 26“ 42“ 56“

Wheel diameter 1.500 mm 2.250 mm 2.450 mm

Mounting speed 1 2 2

Operating pressure 150-170 bar 150-200 bar 150-250 bar

Motor performance 1,50 kW 2,20 kw 2,40 kW

Electrical connection (3 ~) 400V / 50Hz

Machine dimensions
2.100x1.950x1.250 

mm
2.200x2.100x1.760 

mm
3.000x2.700x2.250 

mm

Weight 700 kg 760 kg 1.300 kg

ATH 7226
Electro-hydraulic tire changer for trucks and light trucks• 
Clamping mechanism with 4 clamping arms, for hydraulic clamping and lifting• 
The mounting arm on the slide is movable in both directions,          manually turnable and expandable• 
Electric drive for turning the clamping arm• 

ATH 7242
Electro-hydraulic tire changer for trucks and light trucks• 
Clamping mechanism with 4 clamping arms, for hydraulic clamping and lifting• 
The mounting arm on the slide is movable in both directions, manually turnable and automatically • 
expandable
Two-speed system for turning the clamping arm• 

ATH 7256
Electro-hydraulic tire changer for trucks and light trucks• 
Clamping mechanism with 4 clamping arms, for hydraulic clamping and lifting• 
The mounting arm on the slide is movable in both directions, automatically turnable and expandable• 
Two-speed system for turning the clamping arm• 

ATH 7256ATH 7226

Technical data

ATH 7242

ATH RG6-330M


